HIGH PRESSURE
STEAM LINE

HOT WATER RETURN

PROPOSED LOCATION
OF FILTER BANKS

/1 \VIEW LOOKING EAST IN 5TH FLOOR MECHANICAL ROOM

1—-P27/ SCALE: N.T.S

FILTER BANK

s \TYPICAL FILTE

2\ VIEW LOOKING

MOTOR CONTROL CENTER

NORTHEAST

CHILLED WATER PIPING
NO LONGER IN USE

OlH FLOOR NORTH MECHANICAL ROOM

CHILLER PIPING, VALVE PIPING INSULATION
PIPING SUPPORTS, CHILLED, WATER PUMP,
CONCRETE BASE SUPPORTS, AND
ELECTRICAL FEEDS TO BE REMOVED TO
PERMIT INSTILLATION OF DOMESTIC WATER
EQUIPMENT. CAP PIPING TO ACTIVATE

CHILLED WATER SYSTEM.
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EXISTING DOMESTIC
WATER BUILDING SUPPLY
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EXISTING DOMESTIC
WATER FILTER SUPPLY

PROVIDE NEW PRESSURE DIFFERENTIAL
SENSOR ACROSS FILTERS AND
INTEGRATE INTO JOHNSON CONTROLS
BUILDING MANAGEMENT SYSTEM

BANK SETUP BUILDING 1, BASEMENT BOILER ROOM MECH SPACE

1-P27/ SCALE: N.T.S

/s \TYPICAL ACRYLIC SHOWER PLUMBING MODIFICATION

REPLACE EXISTING HAND SHOWERHEAD ASSEMBLY IN IT'S ENTIRETY, 0.2
MICRON SHOWERHEAD FILTER FOR LEGIONELLA MITIGATION FILTER (FILTER
FURNISHED BY GOV'T.)

I

REPLACE EXISTING SHOWER MIXING

VALVE CONTROL WITH ADA COMPLIANT
ASSE T/P THERMOSTATIC /PRESSURE
BALANCE MIXING VALVE
WITH CHECKSTOPS

REPAIR/REPLACE ACRYLIC DAMAGE OR MARRIED DUE TO
CONSTRUCTION ACTIVITIES. COORDINATE SANITIZING WORK
AREA WITH VA HOUSEKEEPING AT CONCLUSION OF WORK.
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/s \TYPICAL FILTER BANK BOILER

EXISTING DOMESTIC
WATER FILTER SUPPLY

HIGH PRESSURE
STEAM LINE

/s \VIEW LOOKING WEST IN 5TH FLOOR NORTH MECHANICAL ROOM

CHASE WHERE CW,HW,HWR RISE TO MECHANICAL ROOM
EXISTING EXHAUST DUCTWORK AT PENETRATION TO BE REMOVED

REMOVE CONDENSER WATER PIPING
NO LONGER IN USE

MOTOR CONTROL CENTER

EXISTING WATER SUPPLY
TO HOUSE TANK

EXISTING PUMP
TO BE REPLACED WITH
VERTICAL INLINE  PUMP

/« \FILTER BANK LOCATION

EXISTING STAINLESS STEEL CARTRIDGE FILTER
HOUSING EXISTING 10 MICRON FILTER TO BE

REPLACED WITH 1

BOILER ROOM MECH SPACE

MICRON FILTER

PUMP BASE, PIPING, VALVES,
INSULATION, E.T.C... TO BE
REMOVED AND REPLACED WITH
NEW PUMP INSTALLATION

1—P27/ SCALE: N.T.S

EXISTING DOMESTIC
WATER BUILDING SUPPLY

FILTER BANK
PROVIDE NEW PRESSURE DIFFERENTIAL

SENSOR ACROSS FILTERS AND INTEGRATE

INTO JOHNSON CONTROLS BUILDING
MANAGEMENT SYSTEM.

FILTERS AND HOUSINGS:

FILTRATION SYSTEMS

SUNRISE FL, 33351

(954) 572—2700

REPLACEMENT FILTERS:

FILTRATION SYSTEMS

ACCUFIT WELDED ULTRAFIT

100IP MICROFIBER POLYPROPYLENE
1 MICRON FDA COMPLIANT

ROOM MECH SPACE

1—P27/ SCALE: N.T.S

REPLACE EXISTING SHOWER MIXING

REPLACE EXISTING HAND SHOWERHEAD ASSEMBLY IN IT'S ENTIRETY,
INCLUDING 0.2 MICRON SHOWERHEAD FILTER FOR LEGIONELLA MITIGATION

(FILTER FURNISHED BY GOV'T.)

VALVE CONTROL WITH ADA COMPLIANT

ASSE T/P THERMOSTATIC /PRESSURE
BALANCE MIXING VALVE
WITH CHECKSTOPS

10 \TYPICAL TILE SHOWER PLUMBING MODIFICATION

1—P27/ SCALE: N.T.S

REPAIR/REPLACE CERAMIC DAMAGE OR MARRIED DUE TO
CONSTRUCTION ACTIVITIES. TO MATCH ADJOINING

COORDINATE SANITIZING WORK AREA WITH VA HOUSEKEEPING AT
CONCLUSION OF WORK.

EXISTING AMBULATORY CARE WING
DOMESTIC HOT WATER GENERATOR

PROVIDE SENSOR AS SCHEDULED

AND INTEGRATE INTO JOHNSON CONTROLS BAS.
PROVIDE TAP CONNECTIONS FOR FUTURE CHLORINE

CONDENSATE TRANSFER PUMP

/7 \HOT WATER HEAT EXCHANGER 3RD FLOOR AMBULATORY CARE

1—P27/ SCALE: N.T.S

CONTRACTOR SHALL REMOVE ABANDONED SERVICE PIPING,
DUCTWORK AND CONDUIT

/1 \TYPICAL BUILDING CORRIDOR ABOVE CEILING

1—P27/ SCALE: N.T.S

DIOXIDE UNIT ON CW FEED TO HEATERS PER CONTRACT DOCUMENTS.

EXISTING AMBULATORY CARE WING
DOMESTIC HOT WATER GENERATOR

1—P27/ SCALE: N.T.S

/s \TYPICAL BUILDING CORRIDOR — NORTH

/|

1—P27/ SCALE: N.T.S

REPLACE EXISTING HAND SHOWERHEAD ASSEMBLY IN IT'S
ENTIRETY, INCLUDING 0.2 MICRON SHOWERHEAD FILTER FOR

LEGIONELLA MITIGATION (FILTER FURNISHED BY GOV'T.)

REPLACE EXISTING HAND

SHOWERHEAD ASSEMBLY IN IT'S
ENTIRETY WITH 0.2 MICRON
SHOWERHEAD FILTER FOR LEGIONELLA

MITIGATION FILTER (FURNISHED BY
GOV'T.)

CONTRACTOR TO COORDINATE
THE HANGING OF NEW PIPE
RUNS AND RELOCATE
OBSTRUCTIONS AS NECESSARY

/12 \TYPICAL TILE SHOWER MODIFICATION PLAN

REPAIR/REPLACE CERAMIC TILE
DAMAGE OR MARRED DUE TO
CONSTRUCTION ACTIVITIES,

TO MATCH ADJOINING TILE
COORDINATE SANITIZING WORK
AREA WITH VA HOUSEKEEPING AT
CONCLUSION OF WORK.

REPLACE EXISTING SHOWER MIXING
VALVE CONTROL WITH ADA

COMPLIANT ASSE T/P

THERMOSTATIC /PRESSURE BALANCE
MIXING VALVE WITH CHECKSTOPS

REPAIR/REPLACE CERAMIC TILE
DAMAGE OR MARRED DUE TO
CONSTRUCTION ACTIVITIES,

TO MATCH ADJOINING TILE
COORDINATE SANITIZING WORK AREA
WITH VA HOUSEKEEPING AT
CONCLUSION OF WORK.

—

REPLACE EXISTING SHOWER MIXING
VALVE CONTROL WITH ADA COMPLIANT
ASSE T/P THERMOSTATIC /PRESSURE
BALANCE MIXING VALVE

WITH CHECKSTOPS

REPAIR TILE AS REQUIRED
TO MATCH EXISTING

1—-P27/ SCALE: N.T.S

TYPICAL FINISHES IN NORTH WING ALL

EXISTING FINISHES FOR

SUBMIT ALL TILE, COVE, AND FLOORING
SAMPLES FOR APPROVAL PRIOR TO
ORDERING.

REPAIR TILE AS REQUIRED

TO MATCH EXISTING

15 \TYPICAL SHOWER VALVE MODIFICATION PLAN

1—P27/ SCALE: N.T.S

WORK WHICH DISTURBS OR REQUIRES
REMOVAL OF THE

THE NEW WORK SHALL BE RESTORED TO
THE PRE—CONSTRUCTION CONDITION
MATCHING THE ADJOINING CONSTRUCTION.
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